
  

 
 
 

 
 
 
 
 

 
 
 
 
 
 
 
 

MINI LOG – DMPL (Continuous Logger) 

  
DIGITAL MULTI PROBE BOREHOLE LOGGER  
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Specifications are likely to change with R&D. 
IGIS also makes custom-build resistivity meters to individual specifications and under 
take repairs 
IGIS Instruments carry one-year guarantee against manufacturing defects. 
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Technical Specifications of Logger 
  
Electrical Log  
* Self Potential ( SP) : 0 to + 2000mv 
* Resistivity  ( SN & LN ) : 0.1 – 20,000 Ohm m 
* Resolution : 1/20,000 FSD 
Recording Unit  
* Notebook PC : Intel Celeron P.C 
* Inkjet Printer : Compatible with P.C. 
  
 
Power 

 

* Rechargeable : 12V, 7 Ah Battery 
  
 
Winch Unit  

 

*  Cable Capacity : 300 Mts. of 3 core 
*  Depth measurement : Incremental Shaft encoder   

 and Mechanical counter. 
* Winch drive : Motor / Hand driven 
* Power : 1KVA Generator 
* Dimensions : 450 X 430 X 400 mm 
* Weight of the Winch : 30 Kgs. 
* Weight of the Cable : 10 Kgs. 
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